OFFSET ARRAY FOR
BIDIRECTIONAL TRAFFIC

N

[750 mm MIN.

>7 CONCRETE BARRIER

|

TRAFFIC FLOW

DESIGN
SPEED 120 km/R| 110 km/h| 100 km/h| 90 km/h | 80 km/h 70 km/h 60 km/h 50 km/h 40 km/h
e 12.630 m | 11.565 m | 9.435 m | 8.370 m | 7.305 m | 6.240 m | 5.175 m | 4.110 m | 3.045 m
ROW 12 1 @90 kg
11 1 @90 kg 1 @90 kg
10 1 @90 kg 1 @90 kg
9 1 @90 kg 1 @30 kg @ 90 kg
8 1 @180 kg 1 @90 kg B 90 kg @ 90 kg
T 2 @90 kg 1 @180 kg B 90 kg @ 90 kg 1 @90 kg
[ 2 @180 kg |2 @90 kg B 180 kg @180 kg |1 @180 kg |1 @ 180 kg
5 Z @180 kg 2 @180 kg B 180 kg @ 320 kg 1 @ 320 kg 1 @ 320 kg 1 @ 320 kg
4 2 @320 kg 2 @320 kg @ 320 kg @ 320 kg 1 @ 640 kg 1 @ 640 kg 1 @ 640 kg 1 @640 kg
3 2 @640 kg 2 @640 kg B 640 kg @ 640 kg 2 @ 640 kg 2 @ 640 kg 2 @ 640 kg 2 @ 640 kg 2 @ 640 kg
2 2 @640 kg 2 @640 kg B 640 kg @ 640 kg 2 @ 640 kg 2 @ 640 kg 2 @ 640 kg 2 @640 kg 2 @640 kg
1 2 @960 kg 2 @640 kg @ 640 kg @ 640 kg 2 @ 640 kg 2 @640 kg 2 @ 640 kg 2 @ 640 kg 2 @640 kg
TOTAL 6560 ki 5560 k. 5290 k 5160 k 5070 k« 4980 k 4800 ki 4480 k: 3840 kq
WEIGHT q q g g q g g q a
LAk N 19 17 14 12 10 9 8 7 6
NDTE:
DESIGN SPEED IN CONSTRUCTION AREAS SHOULD BE BASED ON POSTED
SPEED PRIOR TO CONSTRUCTION.
600 mm MIN. o
—_ F3
TRAFFIC FLOW EDGE OF PAVEMENT ‘
150 mm BETWEEN MODULES MISSOURT HIGHWAYS AND TRANSPORTATION
COMMISS 10N
TOTAL LENGTH
SAND FILLED
IMPACT ATTENUATORS
DATE: EFFECTIVE:07-01-2001 M612.20A




